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SYSTEM

VARIED CONTOURS CREATE
A STRONG LOOK FOR AN
ALTERNATIVE TO NATURAL STONE

© FEATURES & BENEFITS <& SHAPES & SIZES

« Available in three different face LARGE Dimensions* Weight* Coverage
lengths for a random look WALL UNIT HxWxD (i) (lbs) (sqft)
» Can be used for straight or curved 6x18/16x9 70 0.71
walls
» Used as seating areas, borders and MEDIUM Dimensions* Weight* Coverage
courtyards WALLUNIT  HxWxD(in) (lbs) (sqft)
« Can be used for walls up to 3 feet 6x12/10x9 45 0.46
high, including buried course
» Columns or pilasters constructed with SMALL Dimensions* Weight* Coverage
the pillar units can be built up to 6 feet WALLUNIT  Hx W xD fin (Ibs) (linfy)
high, including buried course
. . . 6x6/4x9 20 0.21
* Minimum outside radius, measured on
the top course to the front of the units:
3 feet, 9 inches* CORNER/ Dimensions* Weight* Coverage
COLUMN HxWxD (i) (lbs) (sqft)

e Minimum inside radius, measured
on the base course to the front of the 6x18x9 75 1.13
units: 3 feet, 2 inches*

* Maximum straight-wall length Dimensions™ Weight* Coverage
between design elements: 10 feet CAP END HxWxD lin) (ibs (saft

M. h lati 2
ay vary depending on the installation pattern. 3x18/12x13 Wb 1.25
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