/ CAP BLOCK

DIAMOND® BLOCK

| — — a— — |
| | | [ 7 ] | | |
| | | | | | | | |
| | | | | | | |
| | | | | | | | |
H | | | | | | | | H = EXPOSED WALL HEIGHT (VARIES)
<] | | | | | | | <~ E= EMBEDMENT DEPTH (6" MINIMUM)
| | | | | | | | ADJUST BLOCKS AS NEEDED TO
| | | | | | | | | | | | | | | | || MAINTAIN RUNNING BOND
! | | | | | | | |
E _I__l__l__l__l__l__l_ _|__|__|__|__|__|__|__|__!_
f 1 1 1 1 1 1 1
N

FINISHED GRADE

6" (MINIMUM) COMPACTED

GRANULAR-BASE LEVELING PAD

W ANCHOR

BUILD SOMETHING BEAUTIFUL

© 2015 Anchor Wall Engineering, LLC
® and ™ Anchor Wall Systems, Inc.

wanchovallcon

This drawing is for illustrative
purposes only and should not be
used for construction without the

signature of a registered
professional engineer.

Scale:

Diamond® Straight Face Retaining Wall System [3s'=10

Drawn by:
SB

Date:

Typical Elevation View

Drawing number:

D1ST34

J




